
















[ALTERNATIVE COVERAGE CHART 2]

1 1

T-A-P™ COVERAGE CHART (ATTICS) BASED ON [BAG WEIGHT]

R-
Value

@
75°F

Initial
Installed

Thickness
(in.)

Minimum
Settled

Thickness
(in.)

Bags/ 1,000
Sq. Ft.
2"x6"
Joists

16" On Ctr.

Net
Coverage
Sq. Ft./

Bag

Bags/ 1,000
Sq. Ft.
2"x6"
Joists

24" On Ctr.

Net
Coverage
Sq. Ft. /

Bag

Bags/
1,000
Sq.
Ft.
No

Joists

Net
Coverage
Sq. Ft. /

Bag

Minimum
Weight
Per Sq.

Ft. (Lbs.)
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This bag covers sq ft @ R- where framing is OC

The listed values are based on settled thickness and can be obtained only by an insulation
applicator using equipment supplied by the manufacturer and specifically designed for the
product and application techniques.
R-Value(@ ")
ATTIC INSTALLED DENSITY (LB/FT3)
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This product meets the amended CPSC standard for flame resistance and corrosiveness of
cellulose insulation.

Class 1 Building Material
[appropriate standards to be inserted, as applicable]

Tested and approved to meet the quality standards of the State of California Department of
Consumer Affairs, Bureau of Home Furnishings and Thermal Insulation, License # .

Testing services furnished by

[WH stamp on product manufactured at GreenFiber establishments; may include following text]
US GreenFiber WH
Licensed Manufacturers:
LISTED: Cellulose Insulation
Albany, NY
Norfolk, NE
Delphos, OH
Salt Lake City, UT
Intertek
W/N14001

or

[UL stamp on product manufactured at GreenFiber establishments; may include following text]
UL CLASSIFIED
R15890
Issue No. F-9706
Loose Fill
US GreenFiber. LLC
Classified in accordance with the following ASTM C739 Characteristics
Flammability Characteristics
Critical Radiant Flux: Greater Than or Equal to 0.12 W/cm2

Smoldering Combustion: Less Than or Equal to 15.0 percent
Environmental Characteristics
Corrosiveness: Acceptable
Fungi Resistance: Acceptable
Moisture Absorption: Acceptablei . * i < ( i
Odor Emission: Acceptable
Density (Settled):
Thermal Resistance: ( ) R/in. (at 4 in. thickness)
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CUT OUT AND STAPLE IN ATTIC
ATTIC CARD: STATEMENT OF COMPLIANCE FOR LOOSE FILL INSULATION: THIS
INSULATION HAS BEEN INSTALLED IN CONFORMANCE WITH THE ABOVE
RECOMMENDATIONS TO PROVIDE A VALUE OF R- USING BAGS OF
INSULATION TO COVER SQUARE FEET OF AREA.
Builder's Signature Company Name Date
Installer's Name Company Name Date
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